. SILTSACKS

What is a Silt Sack? |

Silt sacks are a soil erosion measure to pre\}ent sediment from ehtering into local waterways. On average silt
sack can ho]ol up to approximately 200 pounds of sediment, if left in' the catch basin for an extenoled period of
time.

Silt sacks are meant to be a temporary measure while construction is in progress. When precipitation
events occurs sediment partlcle may be picked up and transported to the nearest catch basin. The Sllt
sack collects these particles from entermg into the stormwater system. :

Did you know that storm water sewer systems do not receive any water treatment before enterlng our local
waterways. Silt sacks prevent sediment from entering into our waterways.
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How to Remove a Silt Sack

u When to Remove a Silt Sack
When construction is complete and vegetation has grown enough to be mowed.
Grass can be mowed when the height of vegetatlon is around 3 to 4 inches tall. This is approxmately 8
weeks after«seedlng depending-on the time of year it is seeded. _ »

' 02 Removing Silt Sack

This tasks may require two people to complete. Find someone that can
help you. :

Silt sacks can be heavy. Find someone that is capable of lifting some weight. Locate silt sacks on your
property or on the curb near your property. One person will lift up the grate slowly, while the second
holds the silt sack to prevent it from falling in the storm sewer. Work together to lift out the silt sack,
making to sure to bend at the knees while lifting. Set silt sack aside, and place grate back onto catch
basin. If you are unable to remove this, please contact your builder to-assist you.

03 Dispose of Silt Sack Properly

The silt sack is design to catch all debris coming of the surface in the storm dram. They also capture
containments.

Please dispose of'silt sacks and sediment into the trash. There is no way of knowing what
containments were captured and absorbed in the soil without testing. For your safety please
dispose properly.




